¢)SEMI

7Semi

RS485 Temperature
& Humidity Sensor
Probe

7Semi +91 8655821342 info(@7semi.com www.7semi.com



mailto:info@7semi.com

7Semi Datasheet
RS485 Temperature & Humidity Sensor Probe Version 2.1

Table of Contents

0 0313 (0T 1811 5 () s DT PP UPUPP PR PPN 2
1L FRATUNES ettt e e et e e e e a e et e e e e s e erraee 2

2. Technical SPECIIICALION. .....eeitirieeiirtieterie ettt sttt et e e b e s e e sb e e sreeseerenreenes 3
2.1 General SPeCIfiCAtIONS ..........coccuiiiiiiiiiiiiee ettt ee e st e st e e ste e snaeeesbeeeaes 4
3. HATAWATE SETUP 1o.eveeeeieeiieieiieesiee ettt e st ettt e st e et e e s te e s bt e e sabeesbee e steessbaeessseesaseesnsteesnsaessseenssessnsnessnsenanns 5
Bl PEIOULES. ..ottt ettt e st esa bt e s bt e e bt e e s bt e e s ab e e sa bt e e bee e s bee e hteesabeesneeesbeeeaee 5
3.2 HArdware COMMECTION. .........ccocuiiiiiieiiieiiie ettt ettt et e st e e st e e sabeesbeeesabeesabeesabeesneeesabeeenns 6

4. RS485 Communication ProtOCOL ........coviiiiiiiiiiiiieiieriesie sttt sttt ettt beesaeenns 7
4.1 Supported Modbus Function Codes.............ccocceeiiiiiiiiiiiiiiiiiereeesee e e 7
4.2 Register Address Mapping — Address Quick Reference ..............ccoooeeiiiiiiiniiiiiieeeee 7

1) BaSIC SENSOF FEAU...........oiiiiieeiieeciee ettt e et e st e et e e e e te e stae e baeesabae e seeessseessseesaseesnteeeseeesseeanns 8

2) Warm-up & StatUus Bits ..........ccocuiiiiiiicec et re e e e e enes 10

B) UPHIME COUNLEY ...ttt e et e e s e e et e e st e e e baeesateestaeesseesnsaeessseesasaesnsaeasnseeanns 11

4) Read FirMWAIe VEISION .......ccoviiiiiiiieiecciiee e eceee e ettt e e e ette e e e s ate e e e e aatae e s e abaeeeenbeeeeenbeeeeennseeeeennsenas 12

5) REAIID DSCOVEIY........eviieiiiiieeeeiiie e ettt e e ettt e e e et te e e e etteeeeebteeeesbteeessstseasessseaeastasassasseaassassanasases 14

6) Change Measurement Period (Persisted)............c.ccccciiiiiiiiiie ittt 15

7) ApPly OFfSEts (PEISISLEA) ........veeieiiiiiieiieie ettt ettt e eeaae e e eeabaeeeeeabreeeeenreeeean 16

8) Change BaUd RAte ...........coooiiiiiieeiieie ettt e et e e e et e e e e at e e e e e aaaeeeesasaeeesansbaeesannreeenan 18

9) ChANGE SIAVE ID ... e e e ettt e e e et e e e e e ata e e e e abaee e s abaee e e sbaeeeentaeeeeanneeeaann 19

10) HOW t0 ReCOVEr the SIQVE ID............ooiiiiiie ettt e e et e e e e eatee e e e be e e e e eareeas 20

11) Broadcast write (Slave ID 0, NO RESPONSE) ........cocovviiieiriiiieiieiee ettt et e et e e eeareeeeeareeas 21

A I =T Te I T = Vo Y n [of SR 22

13) Input registers Mirror (OX04).............oooiiiiii it e e ree e e e etee e e e ebr e e e eeabae e e esabeeeeeeareeas 25

14) Optional: Device Identification (MEI OX2B/OXOE)..........c..ccoveeueiieriereeeeiteeeteeereeeeeeeeeeeeve v ens 25

4.3 MOADUS OQUEPUL .......oeiiniiiiieeiiieesie ettt ettt ste e e st e e steessbteesabeessbbeesabeesabteesabeesbseensseessaeensseens 27
4.4 Arduino Connection and Sample Code .............cooceiiviiiniiiiniiiniireee et sreesree s 31
4.5 How to Install the 7Semi Arduino LiDrary...........cccoociviiiiiiiiniiiiniiiecieciec e 32

5. Mechanical SPeCifiCation ........ccveeeririeriiriire ettt st r e s e sreenesreemeeas 33

Submit Documentation feedback October 7, 2025 ERY-RR RIEY!

ES-12278


https://forms.gle/35R3C5LjSajrN1W58

7Semi Datasheet
RS485 Temperature & Humidity Sensor Probe Version 2.1

1.Introduction

The 7Semi RS485 Temperature & Humidity Sensor Probe is a high-precision, industrial-grade
device designed for reliable temperature and humidity monitoring. It provides accurate digital
measurements over an RS485 interface using the Modbus RTU protocol, enabling seamless
integration with industrial monitoring and control systems.

The sensor supports temperature measurements from -10°C to 70°C and relative humidity
measurements from 0% to 100% RH, with high accuracy and fast response. Enclosed in a durable
polymer housing with a breathable, dust-resistant design, the probe is suitable for demanding
environmental conditions. Typical applications include HVAC systems, industrial environments,
building automation, climate monitoring, museums, hotels, and closed-loop control systems.

1.1 Features

High-accuracy temperature and humidity measurement
RS485 Modbus RTU output

Excellent long-term stability

Wide voltage input: 7-28V DC

Software configurable Modbus address and baud rate

Fast response and high resolution

YV V. V V V V V

Breathable sensor design
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2.Technical specification

The 7Semi RS485 Temperature & Humidity Sensor Probe is designed to provide precise,
real-time environmental measurements in a rugged, industrial-grade form factor. It provides high-
resolution temperature and humidity measurements over an RS485 interface using the Modbus
RTU protocol and is designed for reliable long-term operation in demanding environments.

Its digital output enables straightforward integration with industrial control systems,
SCADA platforms, PLCs, and data loggers. Software-configurable Modbus slave address and
baud rate simplify deployment across applications ranging from environmental monitoring and
HVAC automation to industrial process control.

Applications

HVAC control

Building automation
Warehouses and greenhouses
Museums and archive
Industrial process monitoring

Weather stations and environmental studies
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2.1 General specifications

e Temperature Measurement Range: -10°C to +70°C

o Humidity Measurement Range: 0% to 100% RH

e Temperature Accuracy: +0.1°C at 25°C

e Humidity Accuracy: +£1.0% RH at 25°C

e Sampling Cycle Period: 1 sec (Default)

o Power Supply Voltage: 7 ~ 28V (DC)

e Product Size: 100mm(L) x 16mm(D) /3.93 x 0.62 inch

e Cable Length : 2000mm (2 Meter )

e Communication Interface: RS485

e Communication Protocol: MODBUS RTU protocol

o Baud Rate: 9600 (default); configurable to 19200, 38400, 57600, 115200
o Display Resolution: Temperature: 0.01°C; Humidity: 0.01% RH
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3. Hardware setup
3.1 Pinouts

Wire Color Function
Yellow RS485 A+
Green RS485 B—

Red VCC
Black GND

Connection Guidelines

e Power Supply: Connect the red wire to a 7-28V DC power source and the black wire to
ground (GND). Ensure the power supply is stable and within the rated voltage range.

e RS485 Communication: Connect the yellow wire to RS485 A+ and the green wire to
RS485 B—. Use twisted-pair shielded cable for longer transmission distances and improved
noise immunity.
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3.2 Hardware connection
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4. RS485 Communication Protocol

The 7Semi RS485 Temperature & Humidity Sensor utilizes the Modbus RTU protocol for
digital communication over the RS485 interface. Modbus RTU is a robust, standardized protocol
used widely in industrial automation for reliable communication between field devices and
control systems such as PLCs, HMIs, SCADA systems, and data loggers.

This sensor acts as a Modbus slave, waiting for requests from a Modbus master and
responding with the requested data. All Modbus messages are transmitted in a binary format with
CRC (Cyclic Redundancy Check) error detection to ensure communication integrity.

4.1 Supported Modbus Function Codes

Function Code Description
0x03 Read Holding Registers
0x04 Read Input Registers
0x06 Write Single Register
0x10 Write Multiple Registers

e The sensor supports function code 0x03, function code 0x04, function code 0x06 and
function code 0x10, which allows reading holding register values (such as temperature
and humidity), Read Input Registers (Mirror of 0x03), Write Single Register and Write
Multiple Registers

4.2 Register Address Mapping — Address Quick Reference

Register Address Purpose Start Address (Dec)

0x0000 Temperature (T) x100 (int16) 0

0x0001 Humidity RH x100 (uint16) 1

0x00EO0 diag mb_crc err 224
0x00E1 diag_ mb_except 225
0x00E4 Uptime (sec) high 228
0x00ES5 Uptime (sec) low 229
0x00F0 Status (bitO=Sensor OK, 240

bit2=WARMUP)
0x0100 “Real” slave ID (read-only) 256
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0x0101 New slave ID (write) 257
0x0200 Temp offset x100 (int16) 512
0x0202 Measurement period (ms) 514
0x0206 RH offset x100 (int16) 518
0x0210 Baud code (0..4) 528

e Temperature is provided as a signed 16-bit integer (int16), while relative humidity is
provided as an unsigned 16-bit integer (uint16). Both values are scaled by 100. Divide the
raw register value by 100 to obtain temperature in °C or relative humidity in %RH.

e Tip: for signed values (0x0000, 0x0200, 0x0206) tick Data Format — Signed in
QModMaster.

» Testing Steps For QModMaster

1) Basic sensor read
» Test Steps For QModMaster

Function Code: Read Holding Registers (0x03)
Start Address: 0
Number of Registers: 2
Signed: ON
o Expect T and RH as integers x100. E.g., 2579 — 25.79 °C; 6665 —
66.65 %RH.

b=

> Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 03 00 00 00 02 C4 0B. The following
table is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Send to the slave
with address 01

Function code 1 03 Read register

Initial address 2 0000 Start address is
0000

Read Number of 2 0002 Read 2 registers, a

registers total of 4 bytes
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CRC code

C40B

The CRC calculated
by the host, the low
byte first(C4) and
high byte
behind(0B)

The message format returned by the product response: 01 03 04 Temperature (16 bits)
Humidity (16 bits) CRC check code
The following table is an example of returning a set of temperature and humidity

data: 01 03 04 0A 67 15 BF 07 14

Slave response Number of bytes Message returned Remarks

Slave address 1 01 Data from address
01

Function code 1 03 Read the register

Number of bytes 1 04 Returned 2

returned registers, total 4
bytes

Register 0 high 1 0A The content of

byte address 0x00
(temperature high
byte)

Register 0 low byte | 1 67 The content of
address 0x00
(temperature low
byte)

Register 1 high 1 15 The content of

byte address 0x00
(humidity high byte)

Register 1 low byte | 1 BF The content of
address 0x00
(humidity low byte)

CRC code 2 07 14 The returned CRC
calculated by the
slave, the low byte
first (07)

Data Conversion

e Temperature = (0x0A67) = 2663 — 26.63°C
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« Humidity = (0x15BF) = 5567 — 55.67 %RH

2) Warm-up & status bits
» Test Steps For QModMaster

1. Function Code: Read Holding Registers (0x03)
2. Start Address: 240 (0x00F0)
3. Number of Registers: 1
o Immediately after boot, bit2 (value 4) is set (WARMUP). After ~5 s it
clears automatically.
o bit0 (value 1) means Sensor OK.

» Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 03 00 FO 00 01 84 39. The following table
is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Device ID

Function code 1 03 Read holding
registers

Initial address 2 00 FO Status register

Read Number of 2 0001 Read 1 register

registers

CRC code 2 84 39 The CRC calculated
by the host, the low
byte first(84) and
high byte
behind(39)

Response Frame : 01 03 02 00 05 78 47 (~5Second) & 01 03 02 00 01 79 84

Slave response Number of bytes Message returned Remarks

Slave address 1 01 Device address
Function code 1 03 Read response
Number of bytes 1 02 2 bytes data
returned

Data high byte 1 00 Status high byte
Data low byte 1 01 Status low byte
CRC code 2 79 84 CRC from slave
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» Bit Description

e Bit2=1— WARMUP active (~5 sec after boot)
e Bit) =1 — Sensor OK

3) Uptime counter

» Test Steps For QModMaster

1. Function Code: Read Holding Registers (0x03)

2. Start Address: 228 (0x00E4)

3. Number of Registers: 2
Expected Behavior:

o

The uptime is stored in two registers:

0x00E4 — High Word
0x00ES5 — Low Word
Combine the values as:

0 O O O O

> Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 03 00 E4 00 02 84 3C. The following
table is an introduction to the function codes:

Uptime (seconds) = (High Word << 16) + Low Word
The value should increase continuously with time after power-up

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Device ID

Function code 1 03 Read holding
registers

Initial address 2 00 E4 Uptime register
(High word)

Read Number of 2 00 02 Read 2 register

registers

CRC code 2 84 3C The CRC calculated
by the host, the low
byte first(84) and
high byte
behind(3C)
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Response Frame : 01 03 04 00 00 01 F4 CRC

Slave response Number of bytes Message returned Remarks

Slave address 1 01 Data from slave

Function code 1 03 Read holding
registers

Byte Count 1 04 2 registers (4 bytes)

High Word (MSB) | 1 00 Uptime High Byte

High Word (LSB) 1 00

Low Word (MSB) |1 01 Uptime Low Byte

Low Word (LSB) 1 F4

CRC code 2 XX XX CRC

» Data Conversion
e Example Value:

e High Word = 0x0000
e Low Word = 0x01F4
Uptime = (0x0000 << 16) + 0x01F4 = 500 seconds

4) Read Firmware version

» Test Steps For QModMaster

1. Function Code: Read Holding Registers (0x03)
2. Start Address: 254 (0x00FE)
3. Number of Registers: |

o You should see 0x0100 = 256 decimal for v1.0.

» Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 03 00 FE 00 01 E5 FA. The following

table is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Device ID

Function code 1 03 Read holding
registers

Initial address 2 00 FE Firmware version

register
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Read Number of 2 00 01 Read 1 register

registers

CRC code 2 E5 FA The CRC calculated
by the host, the low
byte first(E5) and
high byte
behind(FA)

Response Frame : 01 03 02 01 00 B9 D4

Slave response Number of bytes Message returned Remarks

Slave address 1 01 Data from slave
address 01

Function code 1 03 Read holding
registers

Number of bytes 1 02 Returned 2 bytes (1

returned register)

Data high byte 1 01 Firmware version
high byte

Data low byte 1 00 Firmware version
low byte

CRC code 2 B9 D4 CRC calculated by
slave, low byte first
(B9), high byte next
(D4)

» Interpretation

e Firmware Value = (High Byte << 8) + Low Byte
o Example: 0x0100 =256 — Version 1.0
e Firmware version is stored as a 16-bit value

o Format:
o High byte — Major version

o Low byte — Minor version

e Example:

o 0x0100 — Version 1.0
o 0x0101 — Version 1.1
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5) Real ID Discovery

» Test Steps For QModMaster

1. Function Code: Read Holding Registers (0x03)
2. Start Address: 256 (0x0100)
3. Number of Registers: 1
o Returns the device's currently configured Modbus slave ID.
o Example : Value = 0x0001 — Slave ID =1

» Test Steps For Standard RS485 RTU Frame

The format of the message sent by the host: 01 03 01 00 00 01 85 F6. The following table
is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Recovery alias

Function code 1 03 Read holding
registers

Initial address 2 0100 Real slave ID
register

Read Number of 2 0001 Read 1 register

registers

CRC code 2 85 F6 The CRC calculated
by the host, the low
byte first(85) and
high byte behind
(F6)

Response Frame : 01 03 02 00 07 F9 86

Slave response Number of bytes Message returned Remarks

Slave address 1 01 Recovery alias

Function code 1 03 Read holding
registers

Number of bytes 1 02 Data length

returned

Data high byte 1 00 High byte

Data low byte 1 07 Actual slave ID =7

CRC code 2 F9 86 CRC from slave
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» Important Notes
e Device responds using alias ID (01) during recovery window
e Returned value is the actual configured slave ID
e After ~10 seconds, device will respond only to actual ID

6) Change Measurement Period (Persisted)
» Test Steps For QModMaster

1. Function: Write Single Register (0x06)
2. Start Address: 514 (0x0202)
3. Value: e.g. 1000 (ms)
o Observe new readings update every ~1 s. Power-cycle and re-read: value
remains.

» Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 06 02 02 03 E8 29 0C. The following
table is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Device ID

Function code 1 06 Write single
register

Register address 2 02 02 Measurement
period register

Data 2 03 E8 value to update =
1000 ms

CRC code 2 29 0C CRC (Low byte
first)

Response Frame : 01 06 02 02 03 E8 29 0C

Slave response Number of bytes Message returned Remarks

Slave address 1 01 Device address

Function code 1 06 Write confirmation

Register address 2 02 02 Measurement period
register

Data 2 03 E8 Updated value =
1000 ms

CRC code 2 29 0C CRC from slave
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» Important Notes

e Value is in milliseconds
e Setting is stored in memory (persistent)

7) Apply offsets (persisted)
» Test Steps For QModMaster

e Temp offset —0.50 °C: Write Start 512 (0x0200) with —50.
o If QModMaster won’t accept “—50”, enter 65536 — 50 = 65486.

» Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 06 02 00 FF CE 48 16. The following
table is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Device ID

Function code 1 06 Write single
register

Register address 2 02 00 Temperature offset
register

Data 2 FF CE -50 (scaled x100)

CRC code 2 48 16 CRC (Low byte
first)

Response Frame : 01 06 02 00 FF CE 48 16

Slave response Number of bytes Message returned Remarks

Slave address 1 01 Device ID

Function code 1 06 Write single register
response

Register address 2 02 00 Temperature offset
register

Data high byte 1 FF Offset high byte

Data low byte 1 CE Offset low byte

CRC code 2 48 16 CRC calculated by
slave, low byte first
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(48), high byte next
(16)

Data Explanation

e Offset = Value / 100
o Offset Value = (High Byte << 8) + Low Byte (Signed 16-bit)

o Eg. 0xFFCE = -50 — -0.50°C

Test Steps For QModMaster

e RH offset +1.25 %RH: Write Start 518 (0x0206) with 125.

e Re-read T/RH (Step 1) and verify the shifts. Power-cycle — still there.

Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 06 02 06 00 7D A8 52. The following

table is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Device ID

Function code 1 06 Write single
register

Register address 2 0206 Humidity offset
register

Data 2 00 7D +1.25 %RH

CRC code 2 A8 52 CRC (Low byte
first)

Response Frame : 01 06 02 06 00 7D A8 52

Slave response Number of bytes Message returned Remarks

Slave address 1 01 Device ID

Function code 1 06 Write single register
response

Register address 2 02 06 Humidity offset
register

Data high byte 1 00 Offset high byte

Data low byte 1 7D Offset low byte

CRC code 2 A8 52 CRC calculated by

slave, low byte first
(88), high byte next
(6F)
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» Data Explanation
e Offset= Value/ 100
e Offset Value = (High Byte << 8) + Low Byte
o Eg. 0x007D =125 — +1.25 %RH

8) Change Baud Rate
» Test Steps For QModMaster

1. Function Code: Write Single Register (0x06)
2. Start Address: 528 (0x0210)
3. Value: Baud Rate Code

» 0=9600, 1=19200, 2=38400, 3=57600, 4=115200.

4. You’ll get a normal reply at the old baud; then the device switches.

5. In QModMaster, Options — Port: change to the new baud rate; keep the same
Slave Address.

6. Reconnect and read registers to confirm communication

» Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 06 02 10 00 04 88 74. The following table
is an introduction to the function codes:
Command Frame (Example: Set 115200)

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Device ID

Function code 1 06 Write single
register

Register address 2 02 10 Baud rate register

Data 2 00 04 Set baud rate =
115200

CRC code 2 88 74 CRC (Low byte
first)

Response Frame : 01 06 02 10 00 04 88 74

Slave response Number of bytes Message returned Remarks

Slave address 1 01 Device address

Function code 1 06 Write confirmation
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Register address 2 02 10 Baud-rate register
Data 2 00 04 Updated value
CRC code 2 88 74 CRC from slave

> Important Notes
e Device responds at old baud rate, then switches
e Baud Rate = Value Code
o Example: 0x0004 — Baud Rate = 115200 bps

9) Change slave ID
» Test Steps For QModMaster

Function Code: Write Single Register (0x06)
Start Address: 257 (0x0101)
Number of Registers: 1
Data Format: Decimal (so you can enter the ID as a decimal number).
In the value grid (first cell), type the new ID (valid range 1...247).
Click Read/Write button, here your slave ID change Successfully.
Switch to the new ID and confirm.
o After the brief reboot, change Slave Address in QModMaster to the new
ID.
o To verify, set Function Code to Read Holding Registers (0x03).
o Start Address = 1, Number of Registers = 3.

Nk WD =

» Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 06 01 01 00 0A 59 F1. The following
table is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Current slave ID

Function code 1 06 Write single
register

Register address 2 0101 Slave ID register

Data (New ID) 2 00 0A New slave ID = 10
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CRC code 2 59 F1

CRC (Low byte
first: 59, High byte:
F1)

Response Frame : 01 06 01 01 00 OA 59 F1

Slave response Number of bytes Message returned Remarks

Slave address 1 01 Device address
Function code 1 06 Write confirmation
Register address 2 0101 Slave ID register
Data 2 00 0A Updated value
CRC code 2 59 F1 CRC from slave

» Important Notes

e Valid Slave ID range: 1 to 247

e After changing ID, communication must use new ID
e Device may reboot after update

10) How to Recover the Slave ID

» Test Steps For QModMaster

If you don’t know the current ID, Turn off for 2 second and On it, for the next ~10

s, talk to Slave = 1 (your code’s recovery alias).

1. Immediately in QModMaster:
o Set Slave Address:1 (the recovery alias).

o Function Code : Read Holding Registers (0x03).

o Start Address : 256 (0x0100),
o Number of Registers: 1.
o Data format : Decimal

2. Hit Read.

o If wiring and baud rate are correct, the register at address 1 will return

the real slave ID stored in flash.

o Example: If it returns 7, then your device will answer only to ID =7

after the 10-second recovery period ends.

3. After that, switch QModMaster’s Slave Address to that returned ID for normal

operation.
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» Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 03 01 00 00 01 85 F6. The following table
is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Recovery alias

Function code 1 03 Read holding
registers

Initial address 2 0100 Real slave ID
register

Read Number of 2 00 01 Read 1 register

registers

CRC code 2 85 F6 The CRC
calculated by the
host, the low byte
first(85) and high
byte behind (F6)

Response Frame : 01 03 02 00 07 F9 86

Slave response Number of bytes Message returned Remarks

Slave address 1 01 Recovery alias

Function code 1 03 Read holding
registers

Number of bytes 1 02 Data length

returned

Data high byte 1 00 High byte

Data low byte 1 07 Actual slave ID =7

CRC code 2 F9 86 CRC from slave

> Important Notes

e Device responds using alias ID (01) during recovery window

e Returned value is the actual configured slave ID
e After ~10 seconds, device will respond only to actual ID

11) Broadcast write (Slave ID 0, No Response)

» Test Steps For QModMaster
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1. Slave Address: 0 (Broadcast).
2. Function Code: Write Multiple Registers (0x10)
3. Start Address: 514 (0x0202)
4. Number of Registers: 1.
5. In the data cell type 2000 (ms) and send.

o There is no reply by design; QModMaster may show a timeout—that’s
expected.
o If'you have multiple nodes, all should adopt the new period.

» Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 00 10 02 02 00 01 02 07 DO 8A 4E. The
following table is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 00 Broadcast address

Function code 1 10 Write multiple
registers

Register address 2 02 02 Measurement
period register

Number of registers | 2 0001 One register

Byte count 1 02 Two bytes data

Data 2 07 DO 2000 ms

CRC code 2 8A 4E CRC (Low byte
first)

12) Read diagnostics
> Test Steps For QModMaster

e CRC Error Counter:
o Function Code: Read Holding Registers (0x03)
o Start Address: 224 (0x00EO0)
o Number of Registers: 1
o Expected value = 0 — OK
o Exception Counter:
o Function Code: Read Holding Registers (0x03)
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o Start Address: 225 (0x00E1)
o Number of Registers: 1
o Expected value =0 — OK
e Sensor Error Counters:
o 0x00E2 — Temperature/Humidity Sensor Errors
e To generate exception count:
o Try writing to a read-only register (e.g., write using Function Code 0x06
to address 0x0000)
o Device will reject the command and increment exception counter

» Test Steps For Standard RS485 RTU Frame

e For CRC Errors :
The format of the message sent by the host: 01 03 00 EO 00 01 85 FC. The

following table is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Device ID

Function code 1 03 Read holding
registers

Initial address 2 00 EO CRC error counter
register

Read Number of 2 0001 Read 1 register

registers

CRC code 2 85 FC CRC (Low byte
first: 85)

Response Frame : 01 03 02 00 00 B8 44

Slave response Number of bytes Message to send Remarks

Slave address 1 01 Device ID

Function code 1 03 Read Holding
Registers

Number of bytes 1 02 Data length

returned

Data high byte 1 00 High byte

Data low byte 1 00 Value = 0 (no CRC
errors

CRC code 2 B8 44 CRC from slave
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e For Exceptions :
The format of the message sent by the host: 01 03 00 E1 00 01 D4 3C. The

following table is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Device ID

Function code 1 03 Read holding
registers

Initial address 2 00 E1 Exception counter
register

Read Number of 2 00 01 Read 1 register

registers

CRC code 2 D4 3C CRC (Low byte
first: D4)

Response Frame : 01 03 02 00 00 B8 44

Slave response Number of bytes Message to send Remarks

Slave address 1 01 Device ID

Function code 1 03 Read response

Number of bytes 1 02 Data length

returned

Data high byte 1 00 High byte

Data low byte 1 00 Exception count

CRC code 2 B8 44 CRC from slave

> Notes

e Value =0 — No errors (Normal)
e Value increases when:

Noise on RS485 line
Wrong baud rate
Incorrect wiring (A/B reversed)
Send invalid command
o Example: Write (0x06) to read-only register (0x0000)
Device will respond with Modbus Exception
o Exception counter (0x00E1) will increment
o CRC counter increasing => Noise / wrong baud / cable issue

o O O O

O
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o Exception counter increasing => Invalid commands from master
o Both increasing => Communication mismatch

13) Input registers mirror (0x04)

» Test Steps For QModMaster

1. Function Code: Read Input Registers (0x04)

Start Address: 0

2.
3. Number of Registers: 2
4. Expected Behaviour:

Returns same values as Holding Registers (0x03)
Data includes: Temperature (0x0000), Humidity (0x0001)
You should get identical values (mirror of the read-only map).

» Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 04 00 00 00 02 71 CB. The following

table is an introduction to the function codes:

Send by Host Number of bytes Message to send Remarks

Slave address 1 01 Device ID
Function code 1 04 Read input registers
Initial address 2 00 00 Slave ID register
Read Number of 2 00 02 Start address
registers

CRC code 2 71 CB CRC (Low byte

first:71, High byte:
CB)

Response :- Same data format as Function 0x03.

Note :- The returned temperature and humidity values are identical to the
corresponding mirrored holding-register values.

14) Optional: Device Identification (MEI 0x2B/0x0E)

» Test Steps For QModMaster / Modbus Poll
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1. QModMaster typically does not support Function Code 0x2B
2. Use tools like:

o Modbus Poll

o Modpoll

to read Device Identification (MEI) information

3. Expected Output

o Vendor Name: 7Semi

o Product Name: Industrial RS485 Temperature Humidity

o Product Version: 2.1

» Test Steps For Standard RS485 RTU Frame
The format of the message sent by the host: 01 2B OE 01 00 CRC .

Field Value Description

Slave Address 01 Device ID

Function 2B Encapsulated interface
MEI Type OE Device Identification

Read Code 01 Basic Device Identification
Object ID 00 Vendor Name

CRC Code XX XX CRC (Low byte first)
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4.3 Modbus Output

Follow the steps below for the software setup:-

1. Open the software (QModMaster-Winél-exe-0.5.3-beta)
2. Go to Options > Modbus RTU
&t OModMaster — *
File Options Commands View Help
T) I c B AHEH =240 000
® mModbus TCP...
M [ settings.. Addr - Scan Rate (ms) 1000 =
Function Code Read Holding Registers (0x03) ~ Start Address 2 + Dec «

e

- Data Format Dec

MNumber of Registers

Signed [

® RTU :\WACOMBO0 | 9600,8,1,Mone Base Addr: 1 Packets : 0

Endian : Little Errors : 0

3. Check your COM port in device manager and select the other settings

as per the image below. Click OK

[} Modbus RTU Settings
Serial device COM
Serial port 60
Baud 9600
Data Bits g
Stop Bits 1
Parity Maone
RTS Disable
o] 4

Cancel

x

W
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4. Connect your system to the correct COM port and click on this icon.

& OModMaster — >

File Opticns  Commands  View  Help

5. Also, make sure the following parameters are set properly.

& OModMaster — >

File Opticns  Commands  View  Help

- )

Modbus Mode FRTU Slave Addr 1 5 Scan Rate (ms) 1000 -

Function Code Read Holding Registers ((x03) -~ Start Address 0 - Dec ~

Murnber of Registers = DataFormat Dec -~ Signed [ )

k = __—

6. Now to check the data, click on this icon.

=" OModMaster = >

File Opticns  Commands  View  Help

;’f@i@%yﬂ B A B T = 4 00

Modbus Mode FRTL Slave Addr 1 Scan Rate (ms) 1000
Function Code Read Heolding Registers ((x03) Start Address 1 Dec
Murnber of Registers 2 Data Format Dec -~ Signed []

‘ 2628 T304 x X X X X ® X X ‘

ﬂ:{> Humidity value, 7594 / 100 = 75.94%

Temperature value, 2628 / 100 =26.28°C
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& OModMaster = *
File ©Options Commands WView Help

#?’}i@?z:ﬁ DA EH TEYH OO
If you want to see the values in more detail you can click on this icon.
& OModMaster = *
File Options Commands View Help

¥ X O% C A D T ELH 0O

A new window will open to display the readings. To display data, follow step 6.

[=] Bus Monitor
B % =& 0
Raw Data

[RTU]= T = 16:26:48:927 - 00 03 00 01 00 02 94 1A
[RTU]= Rt > 16:26:48:977 - 00 03 04 01 OB 02 09 56 AB
[RTU]= T = 16:27:04:523 - 00 03 00 01 00 02 94 1A
[RTU]= Rt > 16:27:04:571 - 00 03 04 01 0B 02 05 56 AE

Tx ADU Rx ADU
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(=] Bus Monitor — X
B % = 0
Raw Data />Click here to decode

[[RTU]> T > 16:31:5%:870 - 00 03 00 01 00 02 94 1A L&
[RTU]>Rx > 16:31:59:915 - 00 03 04 01 OB 01 FE 1A DD

(I'x ADU Rx ADU )
Type : Tx Message Type : Rx Message
Timestamp : 16:31:5%870 Timestamp : 18:31:3%:918
Slave Addr: 00 Slave Addr: 00
Function Code : 03 Function Code : 03
Starting Address : 0001 Byte Count : 04
Quantity of Registers : 0002 Register Values : 01 0B 07 FE
CRC: 9414 CRC:1ADD
\. J
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4.4 Arduino Connection and Sample Code

_ RST - GPIO 2

NI 9OTVYNV

I

I'X - GPIO 10

RX- GPIO 11
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4.5 How to Install the 7Semi Arduino Library

e Install the Arduino IDE on your computer.

e Once installed, open the Arduino IDE.

e Go to Library Manager and search for “7Semi-RS485-Temperature-Humidity-Probe-

Arduino-Library.”

o Install the library from the search results.

o After installation, navigate to File — Examples — Basic — Example Usage, and open

the “Basic.ino” example.
o Upload the example code to your Arduino board.

e Set the baud rate to 115200 in the Serial Monitor.

e You should now see the output displayed on the Serial Monitor.

Sample code link for manual download:-

Sample output image:-
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5. Mechanical Specification

L 2000 mm &
Cable Length
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